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11. lntroduction/recognition

A. The electric motor is silent. The OK indicator light on the instrument duster indicates that the current

Brandname front Brand and model name rear Charging port 

• 

12. Immobilisation/ stabilisation/ lifting

lrnmobilising vehicle Stabilisation-lifting points 

Räder blockieren und Feststellbremse anziehen. 

- Stabilisierungshebepunkte

- Hochvoltbatterie

13, Disable direct hazards/ safety regulations

An der Schlaufe ziehen
(im Kofferraum) 

Die Hochspannungsbauteile und Hochspannungsbatterien dürfen nicht berührt, geschnitten oder geöffnet werden! 
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Power-Taste drücken 
ohne das Bremspedal 
zu drücken

Minuspol der 12 Volt
Niedervoltbatterie im
Motorraum abklemmen 

Hochvolt Steckverbinder
im Motorraum abziehen
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14. Access to the occupants

Glass types

A B 
B 

Sitzve Steering column adjustment 

Door latches/ command 

1 s. Stored energy/ liquids/ gases/ solids

�

�

�

�

A:. Laminated glass 

B: Tempered glass 

12V 

569.6V 

R-1234yf
11 SO±lOg 

� When there is coolant leakage, the battery pack may become unstable and there is risk of thermal 1 � 111 I 1Lll runaway. The battery pack temperature must be checked with a thermal imaging camera. 
IR 

Dokument Nr 

rds_byd_310_001_en 

Version Nr. 

01 

Version Datum 

09/2022 

Seite Nr. 

3/4 



3Lr':::::> HANEV 
(4-türiges Modell,ab 2022) 

6. In case of �re

® Extinguish the fire using large amounts of water. 

� � � � � 1 � .. ·• 11& BATTERYRE-IGNITION! 

7. In case of submersion

After removing the vehicle from the water, shut off the high voltage system (see Chapter 3) and let all water drain 
out. Appropriate personal protective equipment must be warn during this procedure. 

1 B, Towing/ transportation/ storage 
Position des vorderen Hakens 

��-��----
0 

Store at safe distance from other vehicles! 

1 � .. ·• 11.&. BATTERYRE-IGNITION! 

110. Pictogram description

.&. High voltage warning

.& Caution

1 c\1
R %1 1 Use IR Camera (thermal imaging)

1 � 1 
Bannet 

® Use water to extinguish the �re 

� Low temperature warning 
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<@> Risk of acute toxicity

� 
Riskof damaging human health 
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